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Other Linux Distribution such as Debian or Fedora please checks if the serial ports enable in kernel 

more than 6 ports. The default for touch controller is ttyS4. 

 

 

 

Check from /dev/ttyS0 to ttyS5 is existing. If less than 6 ports. Please modify /boot/grub/grub.cfg 

and add “8250.nr_uarts=5” in the end of vmlinuz as below than save and reboot. After reboot check 

again is 6 serial port already enable.  

 

 

 

 



 

 

 

Then follow below steps to install the touch driver. 

 

1. Copy the driver (eGTouch_v2.5.4300.L-x.zip) onto Unit. 

2. Unzip driver below the catalogue of eGTouch_v2.5.4300.L-x  

 

 

3. Going to the catalogue of eGTouchv2.5.4300.L-x 

 

 

 

 

 

 

 

 



 

 

4. Running the installation program (bash setup.sh) 

 

 

5. Input “Y” 

 

 

 

 

 

 

6. Input 1 (RS232) 



 

 

 

 

 

7. Input 1 (Default) 

 

 

 

 

8. Installation completed, restart unit. 



 

 

 

 

Troubleshooting. 

For Debian 9.1 

1. Default only enable 4 ttyS*, Please modify /boot/grug/grub.cfg to enable upto 6 ttyS* 

2. Debian 9 disables the rc-local service in default. 

To start eGTouchD in rc.local service, please manually add a file: /etc/rc.local 

 

Then content is: 

#!/bin/sh 

/usr/bin/eGTouchD 

exit 0 

 

For example: 

 

 

And run below command to grant it executable permission: 



 

 

chmod +x /etc/rc.local 

 

Run below command to enable rc-local service, to make system launch eGTouchD driver when 

booting. 

systemctl start rc-local 

 


